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First, since the SUV driver is the only one that is stated as trapped in a 
vehicle, the tanker driver should be handy (though slightly 
injured/battered), so his help would also be utilized. 
That stated, I would have the other driver help me to fashion three 
items: 
 
 a) A drag stretcher made from two long rebar pieces (5 or more feet 
in length), the emergency blanket in my roadside kit, some of the rope 
and two of the smaller pieces (about 2 foot in length) of rebar. 
 b) A way to pull the driver's door off the SUV made from chain, two or 
three hooks, a bolt, a nut to fit the bolt, and more rebar, or a more 
sturdy piece of material if it can be found. 
 c) Whatever I need to patch up the driver of the tanker truck. 
 
The stretcher is made by taking the blanket, folding it in half, long 
ways, placing one of the longer rebar pieces into the fold and the other 
on the open side. Wrap the open side around the second long piece of 
rebar twice. Using the knife on my Leatherman, I would punch small 
holes down the same side, spaced so as not to tear the blanket as 
much since they are kinda flimsy (and why I keep an Army wool 
blanket in my trunk), thread the rope through the holes and around 
the rebar, cinching the rope to itself on each end. If I determine there 
is enough time, I would use the smaller rebar to brace it more using 
the hole-punch technique from the previous side. The rest of the rope 
would be turned into a way to drag the stretcher if the other driver is 
too wounded to help carry the more serious injury. 
 
The way I would pull the door off of the SUV is as such: 
Option 1: 
 1) Take three pieces of chain, two short, one just has to be long 
enough to match the other two and grant me room to pull. 
 2) If three hooks are found, attach them on the short lengths of chain 
and one to the long chain, if only two are found, attach them to only 
the short chains. 
 3) Using the bolt and nut, attach all three pieces of chain together to 
form a large bolo of sorts. 
 4) Attach the hooks to different parts of the door (base, side, top if 
possible; at the least any opposing sides). 
 5) Pull the chain either with brute force, or if there is a vehicle strong 
enough and close enough (tow-hitch preferable), attach the chain to it 
and pull. 



 6) Using my knife again, cut the driver out of the seat belt, pull 
him/her out and set them on the stretcher, pull them away to safety. 
 
Option 2: 
 1) Using more rebar, wedge it in between the door and frame via one 
of the visible gaps and using it as a lever, pry it off using whatever 
force I can muster. 
 2) Using my knife again, cut the driver out of the seat belt, pull 
him/her out and set them on the stretcher, pull them away to safety. 
 
The next thing I would do is to ensure the two drivers (and any 
passengers that may be in the SUV) as well as the onlookers are at 
least 50 meters/150 feet away just in case of an explosion. 
 
I would also determine who has the most serious injuries and begin to 
treat them accordingly. While I am treating the wounds, I would have 
someone call (and if they can't, I will) for a life-flight, the fire 
department, and medical support. 
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