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ELEGANT NUT NECKLACE85

36" NYLON-COATED MINIATURE WIRE, 

7-STRAND (0.022" DIAMETER)

Thread both ends of the wire
through a crimp bead, pushing

the bead to about 1⁄8" from the jump
ring to create a loop that captures the
jump ring.
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Close a small jump ring by hold-
ing one side with your fingers

and twisting the ends together with the
pliers. Make sure that the ends of the
ring touch so the thread will not pass
through the side of the ring. Thread the
jump ring onto the wire. Bring the ends
of the wire together so the jump ring
falls to the middle of the wire.
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ELEVEN SMALL (8-32) 

COARSE-THREAD HEX NUTS

SEVENTEEN 

2mm CRIMP BEADS

TWO SMALL (1⁄6) JUMP RINGS 7mm SPRING RING

NEEDLE-NOSE 

PLIERS

This is the necklace that started it all. I made it for
my friend Frances and became thoroughly intrigued
by the idea of making jewelry with materials from
the hardware store. I particularly like the lightness
and elegance of this necklace.

TOOLBOX

INSTRUCTIONS



ELEGANT NUT NECKLACE 86 ELEGANT NUT NECKLACE87

Thread the closed jump ring onto one of the wires at the end of the necklace.10

Take the end of the wire with the jump ring and thread it back through the
crimp bead, capturing the jump ring in a loop of wire. Squeeze the bead flat

with needle-nose pliers.
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Bend the straight wire away from the looped wire. Cut the straight wire as close
to the crimped bead as possible without cutting through the looped wire. If the

extra length of the looped wire is too long, cut it as close to the crimped bead as pos-
sible without cutting the loop.
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Using the needle-nose pliers,
squeeze the bead to flatten it.
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Hold a nut between the two
wires next to the crimped bead.

The flat surface of the nut should be
facing you so you can see through the
hole.

4 Put one end of the cord through
the hole, entering from the front.
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Put the other end of the cord
through the hole, entering from

the back.

6 Thread both wires through
another crimp bead and push

down toward the nut. The second bead
should be about 1" away from the first
(with the nut between the two beads).
Squeeze the crimp bead flat.
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Repeat Steps 4–7 until you have reached the desired length. Do not crimp the
last bead.
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Twist open a jump ring and thread it through the loop of the spring
ring. Twist the jump ring closed.

9
FLATTENED BEAD

STRUNG BUT 
NOT FLATTENED


